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Abstract
Laser deposition of titanium alloys is under consideration for aerospace applications, and
offers significant increases in efficiency and flexibility compared to conventional manufacturing
methods.  However, its ultimate success will depend on the ability to predict and control the
microstructure and resulting mechanical properties of the deposit.  In this study, both 2-D
continuum finite element modeling and 3-D cellular automaton finite element modeling of a thin-
wall geometry are used to investigate the effects of deposition process variables on microstructure
in laser deposited Ti-6Al-4V.  Numerical results for cooling rate and thermal gradient obtained from
the 2-D models are used to provide insight into grain size and morphology, while the 3-D cellular
automaton models are used to provide direct predictions of deposited microstructure.  The
numerical model predictions are subsequently compared with observed microstructures in LENSTM
deposited Ti-6Al-4V.
Introduction
Laser deposition of titanium alloys is currently being considered for aerospace applications,
because it can substantially reduce both the buy-to-fly ratio and production lead time compared with
conventional manufacturing methods [1-2].  Moreover, laser-based material deposition will
potentially enable the direct manufacture of advanced aerospace components made of multiple or
functionally graded materials [3], or smart structures containing embedded sensors or electronic
components.  Finally, the flexibility of laser deposition allows virtually unlimited creation of
advanced alloys through the use of elemental blends [4], which may ultimately spawn the next
generation of aerospace materials.
Despite their strong potential, the success of laser-based SFF processes as viable
manufacturing alternatives for aerospace components may ultimately hinge on the ability to
consistently control microstructure and resulting mechanical properties.  To date, only limited
experimental data exist to link laser deposition process variables to resulting microstructure and
mechanical properties in titanium alloys [5-7], and suitable microstructures have typically been
obtained only through trial and error.  Thus, simulation-based methods are needed to predict the
effects of process variables (e.g., laser power and velocity) on microstructure in laser deposited
titanium and other aerospace materials.
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In this study, both 2-D continuum finite element modeling and 3-D cellular automaton
modeling of a thin wall geometry are used to investigate the effects of laser power and velocity on
microstructure (grain size and morphology) in laser-deposited Ti-6Al-4V.   Continuum finite
element modeling of laser deposition processes is fairly well established, and has been successfully
used to study the effects of process variables on melt-pool size and residual stress [8-11].  Cellular
automaton modeling has been applied to laser deposition of aluminum alloys [12], and shows strong
potential for linking process variables with microstructure in laser-based material deposition.  In the
upcoming sections, cooling rates and thermal gradients extracted from the 2-D models are used to
provide insight into the effects of laser power and velocity on grain size and morphology, while the
3-D models are used to provide direct predictions of microstructure in laser-deposited Ti-6Al-4V.
The numerical model predictions are subsequently compared with observed microstructures
obtained using the LENSTM process.
Thin Wall Geometry Considered
The scope of the current study has been limited to a particular thin wall geometry, as shown
in Figure 1.  The chosen geometry is representative of thin-wall structures commonly built using the
LENSTM process, and has been used to investigate the effects of laser power Q and velocity V over










Figure 1.  Thin Wall Geometry and Range of Process Variables Considered
Test specimens of the above geometry have been manufactured using the Optomec  LENSTM
750 system at Ohio State University over the full range of tabulated process variables.  In the
upcoming sections, numerical modeling of the same geometry is used to predict the effects on
microstructure (grain size and morphology) of changes in laser power and velocity, and results are
subsequently compared to observed microstructures in the deposited specimens.
2-D Thermal Finite Element Modeling
The goal of the 2-D thermal finite element modeling adopted herein is to determine the
effects of laser power and velocity on cooling rate and thermal gradient, which are the primary
parameters responsible for grain size and morphology in Ti-6Al-4V.  While the cooling rate is
largely responsible for grain size, it is the combination of cooling rate and thermal gradient at the
onset of solidification which is responsible for grain morphology (generally classified as either
equiaxed, columnar or mixed) [1-2].  In this section, cooling rates and thermal gradients are
extracted from 2-D model results for the geometry of Fig. 1, and are used to provide insight into the
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Numerical Modeling Procedures
The 2-D thermal finite element modeling procedures adopted herein are analogous to those
used by Vasinonta et al. [8-10] in studies of melt-pool size and residual stress in laser deposition of
thin-wall stainless steel structures.  A representative 2-D finite element mesh of the thin wall
geometry of Fig. 1 is illustrated in Fig. 2a.   The model uses 4-noded bi-linear thermal elements, and
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Figure 2.  a) Representative 2-D Thermal Finite Element Mesh and
b) Temperature Contours for Q = 350 W and V = 8.47 mm/s
The finite element model approximates the laser deposition process as a moving point heat
source αQ, which is successively applied to adjacent nodes (beginning at the left end) at time
intervals corresponding to the laser velocity V.  The parameter α represents the fraction of the laser
power absorbed by the deposit, and based on previous results in the literature has been estimated as
35% [10].  The remaining boundary conditions are approximated as insulated
(q = 0) on the top and both vertical edges, with a fixed temperature condition on the bottom
(T = 25 ºC).  As discussed by Vasinonta et al. [8-10], the presence of natural convection on the
edges is essentially equivalent to thermal insulation.  While the fixed room temperature condition
on the bottom neglects any inherent preheating of the base during material deposition,  its effect on
thermal gradient and cooling rate in close proximity to the laser (i.e., within the melt pool) is
assumed to be small.  Finally, the finite element model uses temperature-dependent specific heat,
density and thermal conductivity, and includes latent heat effects for Ti-6Al-4V.
A representative contour plot illustrating the transient temperature distribution is illustrated
in Fig. 2b for the case of Q = 350 W and V = 8.47 mm/s. The location of the laser is evident from the
intensity of the temperature distribution, where the maximum contour limit of 1650 ºC signifies the
melt pool.  As shown in the figure, the thermal history is essentially independent of the vertical free-
edges once the laser has reached the center of the wall, where the mesh has been highly refined for
accurate extraction of the thermal gradient and cooling rate.  In general, the mesh resolution of Fig.
2 has provided more than 10 elements through the depth of the melt pool (roughly 200 µm), so that
both thermal gradient and cooling rate at the onset of solidification can be determined as a function

















Extraction of Cooling Rate and Thermal Gradient
The cooling rate and thermal gradient at the onset of solidification have been extracted from
the 2-D model results at various nodal locations throughout the depth of the melt pool.  At each







in which TL and Ts are the liquidus and solidus temperatures reached at times tL and ts, respectively.
As defined in eq. (1), the cooling rate is an average value taken throughout the time required for
solidification, which is typically on the order of 10-3 seconds.  The thermal gradient evaluated at the








in which   
r q  is the magnitude of the heat flux vector and k is the thermal conductivity at the liquidus
temperature, T L.   Finally, the solidification cooling rate and thermal gradient determine the






Following the calculation of G and R, the expected grain morphology can be predicted as
either equiaxed, columnar or mixed by plotting points in G vs. R space (i.e., on the “solidification
map”) [1-2].  In the upcoming section, results for thermal gradient and cooling rate are interpreted
in the context of the solidification map to predict the effects of laser power and velocity on grain
morphology.
2-D Model Results
Numerical results illustrating the effects of laser power and velocity on cooling rate, thermal
gradient and predicted grain morphology are summarized in Figs. 3-4.  The effect of laser power for
a fixed laser velocity of V = 8.47 mm/s is illustrated in Figs 3a-3b, in which cooling rate and thermal
gradient at the onset of solidification are plotted as a function of depth within the melt pool.  The
substantial spatial variance of both cooling rate and thermal gradient are indicative of the
complexities associated with temperature-dependent material properties and nonlinear latent heat
effects.  Still, the results of Fig. 3a clearly indicate that for a fixed laser velocity, an increase in laser
power causes a decrease in solidification cooling rate throughout the depth of the melt pool.  This
would suggest an increase in grain size with laser power, which is in keeping with experimental
results in the literature [5].
The results of Fig. 3b indicate a similar relationship for thermal gradient, which also
decreases with increasing laser power.  This result is in keeping with thermal gradient process maps
previously reported in the literature [9], although the latter were evaluated at temperatures well
below the melting point for use in residual stress prediction.  In order to provide insight into grain
morphology, the data plotted in Figs. 3a-3b were related through eq. (3), and are plotted on the
solidification map of Fig. 3c.  The solid and dashed lines of Fig. 3c bound the regions of fully
equiaxed, fully columnar and mixed grain morphologies, as previously calibrated for Ti-6Al-4V
[1-2].  Despite the spatial variances in Figs. 3a and 3b, the data points for all powers and depths are
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clustered in the fully columnar region of Fig. 3c.  This result is in keeping with previous results
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Figure 3.  Effect of Laser Power on a) Cooling Rate, b) Thermal Gradient  and c) Predicted Grain Morphology
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Figure 4.  Effect of Laser Velocity on a) Cooling Rate, b) Thermal Gradient  and c) Predicted Grain Morphology
for Q= 350 W
The effects of laser velocity on solidification cooling rate, thermal gradient and predicted
grain morphology are shown in Fig. 4 for the case of Q = 350 W.  The results of Fig. 4a show that
cooling rate increases with laser velocity, which would indicate a decrease in grain size.  When
considered together, the cooling rate results of Figs. 3a and 4a suggest that grain size increases with
incident energy (the ratio of laser power to velocity), which is in keeping with experimental results
previously reported in the literature [5].   On the other hand, trends in thermal gradient with laser
velocity are less straightforward, and according to Fig. 4b depend on depth within the melt pool.  In
particular, the results suggest that thermal gradient increases monotonically with laser velocity only
beyond a depth of roughly 65 µm.  That said, when the results of Figs. 4a and 4b are related through
eq. (3), the predicted grain morphologies illustrated in Fig. 4c are essentially still clustered in the
fully columnar range.
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3-D FEM and Cellular Automaton Modeling
The goal of the 3-D modeling discussed here is to provide direct predictions of grain size
and morphology as a function of laser power and velocity for the thin-wall geometry of Fig. 1.
Although the thermal problem for the geometry of Fig. 1 is essentially two dimensional, the grain
nucleation and growth process is inherently three dimensional, and requires nodal temperature input
from a 3-D analysis.  The general procedures used here involve 3-D thermal finite element
modeling of the laser deposition process using the software package ProCastTM, followed by 3-D
cellular automaton solidification modeling of grain nucleation and growth using the software
package CAFE3D.
Detailed background on the cellular automaton algorithms used in CAFE3D can be found in
[13].  In brief, the software uses a Gaussian distribution of nucleation sites to simulate the stochastic
nucleation process, and a deterministic third-order equation to describe grain growth during
solidification.  It requires statistical nucleation parameters for the material system of interest
(specifically nucleation site density, mean nucleation undercooling, and standard deviation of the
undercooling), which, in the case of Ti-6Al-4V, have been calibrated by direct comparison with cast
ingots of varying size [14].  A description of the 3-D modeling and procedures used to link the
ProCastTM and CAFE3D analyses is provided below, followed by a comparison of model





Figure 5.  a) ProCastTM Temperature Contours for Q = 350 W and V = 8.47 mm/s and
b) Section of Model Used in CAFE3D Cellular Automaton Analysis
The 3-D thermal finite element procedures (ProCastTM) were similar to those used in the 2-D
models, with identical input properties for Ti-6Al-4V.  The primary difference in the modeling was
the application of the applied heat flux boundary condition (i.e., the moving laser), which was
modeled as a uniformly distributed heat source successively applied over 50 equally-spaced regions
along the top surface.  As seen in Fig. 5a, the resulting temperature contours for the case of
Q = 350 W and V = 8.47 mm/s were similar to those obtained for the 2-D models (Fig. 2b), in which
the laser was modeled as a point heat source.  While the uniform heat flux in the 3-D model results
in a somewhat broader region of temperatures above 1000 ºC, the depth of the melt pool was
comparable to that obtained in the 2-D model.
For a given set of process variables (i.e., laser power and velocity), thermal history output
from the ProCastTM model was used as input for subsequent CAFE3D cellular automaton analysis of
grain nucleation and growth.  However, because the CAFE3D software is designed to start from an
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entirely liquid state, it was necessary to first isolate the melt pool region from the ProCastTM model.
As illustrated in Fig. 5b, thermal history data from the section of the model within the melt pool
(i.e., T > 1650 ºC ) were extracted from the ProCastTM model and used to define an equivalent melt-
pool model suitable for CAFE3D analysis.  Because the temperature data within the melt pool are
representative of a given combination of laser power and velocity, this enabled direct prediction of
grain size and morphology as a function of process variables.
CAFE3D Predictions and Comparison with Observed Microstructures
A sample comparison of predicted and observed LENSTM microstructures is shown in Fig. 6
for the case of Q = 350 W  and V = 10.6 mm/s.  Also tabulated in the figure is a comparison of
predicted and observed grain sizes over the full range of process variables considered.
 
500 um
Figure 6.  Comparison of CAFE3D Predictions and Observed Microstructures
In general, reasonable agreement was obtained between CAFE3D-predicted and observed
grain morphologies, which were fully columnar over the full range of process variables considered.
This result was expected based on both the 2-D model predictions and previous results in the
literature [5].   Good agreement was also obtained between CAFE3D predictions and observed grain
sizes; however, trends in both the predicted and observed grain sizes were in contrast to both the
2-D model predictions and previously published results [5].   Namely, both the predicted and
observed grain sizes actually decreased with increasing laser power, and neither showed a
monotonic decrease in grain size with increasing laser velocity.  A possible explanation for these
anomalous trends in grain size is the relatively few number of grains within the melt pool (see
Fig. 6), which may be insufficient to warrant a statistically meaningful result.  This issue remains a
topic of ongoing research.
Conclusions
In this study, both 2-D continuum finite element modeling and 3-D cellular automaton
modeling were used to investigate the effects of laser power and velocity on grain size and
morphology in thin-wall Ti-6Al-4V deposits.  Both the 2-D and 3-D models predicted fully
columnar microstructures, which was in keeping with experimental observations.  While trends in
cooling rate and thermal gradient obtained from the 2-D models suggested an increase in grain size
with increasing power/velocity ratio, this result was supported by neither the 3-D model predictions
nor the observed LENSTM microstructures.  A contributing factor is suspected to be the relatively
large size of the grains compared to the melt pool, which leads to increased variability in both actual
microstructures and CAFE3D predictions.  Still, the 2-D thermal finite element modeling and 3-D
cellular automaton modeling presented here have shown the potential to be valuable tools for
predicting microstructure in laser deposited materials.
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